@ COFANATURA SUPERSILENZIATA ZINCATA A CALDO

ENERMAX/PERKINS QUADRI ELETTRICI
400V dB A () | SERBAT. DIMENSIONI PESO
50 HZ DATI TECNICI MOTORE WAIC) SEh Lk N
1500 giri PRP | 1500 giri/min
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MODELLO o . | 2 Quadro H
S| E| 5| € =) = S S|g Quadro automatico ﬂ f\/D L w
£ (=] £ 5 < S| B = o | S standard .
< | < 3 S| E| = E 2x| 25| 3 opzionale
HIEIERE: = g|s| §|E |& |8R| 82|83 | L | w | H

TRIFASE
131 | 84 | 114 | 18 | 27
149 | 12 | 163 | 26 | 39
2216 | 184 | 250 | 37 | 56
3300 | 27,7 | 37,7 | 48 | 72
3300 | 27,3 | 37,1 | 56 | 84
3300 | 41,3 | 562 | 74 | 11,1
3300 | 409 | 556 | 75 | 113
3300 | 538 | 732 | 95 | 143

MCP 120-14 | ACP 0411 65 75 150 | 80 | 125 | 510
MCP 120-15 | ACP 0411 65 75 | 150 | 80 | 125 | 560
MCP 120-15 | ACP 0411 65 75 150 | 80 | 125 | 600
MCP 120-16 | ACP 7320 67 135 | 196 | 100 | 136 | 1020
MCP 120-16 | ACP 7320 67 135 | 196 | 100 | 136 | 1020
MCP 120-23 | ACP 7320 67 185 | 230 | 113 | 158 | 1200
MCP 120-23 | ACP 7320 67 185 | 230 | 113 | 158 | 1200
MCP 120-23 | ACP 7320 67 185 | 230 | 113 | 158 | 1220

PK10T/4SX* [ 10 | 9 8 72 403D-11G
PK15T/4SX* | 15 | 13 | 12 | 104 403D-15G
PK23T/4SX* | 22 | 20 | 176 | 16 404D-22G
PK36TSX 33 | 30 [ 264 | 24 1103A-33G
PK36TSX* 33 | 30 [ 264 | 24 1103C-33G3
PK51TSX 50 | 45 [ 40 | 36 1103A-33TG1
PK51TSX* 50 | 45 [ 40 | 36 1103C-33TG3
PK71TSX 66 | 60 | 52,8 | 48 1103A-33TG2

PK72TSX 72 | 65 [ 57,6 | 52 1104A-44TG1 4400 | 584 | 794 10 15,0 MCP 120-23 ACP 7320 67 185 | 230 | 113 | 158 | 1420
PK72TSX* 66 | 60 | 52,8 | 48 1104C-44TG3 4410 | 53 72,1 96 | 144 MCP 120-23 ACP 7320 67 185 | 230 | 113 | 158 | 1420
PK90TSX 88 | 80 [ 704 | 64 1104A-44TG2 4400 | 71,9 | 978 | 124 | 186 MCP 120-23 ACP 7320 67 185 | 230 | 113 | 158 | 1460

MCP 120-23 | ACP 7320 67 185 | 258 | 113 | 158 | 1500
MCP 120-23 | ACP 7320 68 185 | 258 | 113 | 164 | 1680
MCP 120-23 | ACP 7320 68 185 | 297 | 113 | 194 | 1850
ACP 7310-01 | ACP 7320 68 185 | 297 | 113 | 194 | 2250
ACP 7310-01 | ACP 7320 68 185 | 297 | 113 | 194 | 2000
ACP7310-01 | ACP7320 68 270 | 338 | 113 | 185 | 2300
ACP7310-01 | ACP 7320 68 270 | 338 | 113 | 185 | 2420
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PK90TSX* 88 | 80 | 70,4 | 64 | 1104C-44TAG1
PK111TSX* | 110 | 100 | 88 | 80 | 1104C-44TAG2
PK150TSX 150 | 135 [ 120 | 108 1006TAG

PK151TSX* [ 150 | 135 | 120 | 108 | 1106CE66TAG2
PK165TSX 167 | 150 1336 | 120 1006TAG2

PK166TSX* | 165 | 150 | 132 | 120 | 1106CE66TAG3
PK201TSX* | 200 | 180 | 160 | 144 | 1106CE66TAG4
PK220TSX* | 220 | 200 | 176 | 160 | 1306CE87TAG3
PK275TSX* | 275 | 250 | 220 | 200 | 1306CE87TAG6
PK402TSX* | 400 | 350 | 320 | 280 | 2206CE13TAG2
PK452TSX* | 450 | 410 | 360 | 328 | 2206CE13TAG3
PK502TSX* | 500 | 455 | 400 | 364 | 2506CE15TAG1
PK552TSX* | 550 | 500 | 440 | 400 | 2506CE15TAG2
PK660TSX 660 | 600 | 528 | 480 | 2806AE18TAG1A
PK702TSX 710 | 660 | 568 | 528 | 2B806AE18TAG2

4410 | 715 | 97,2 | 127 | 1911
4410 | 89 | 1210 | 15 | 225
5090 | 125 | 1700 | 20,8 | 31,2
6600 | 119,5 | 1625 | 215 | 323
5000 | 129 | 1754 | 27,2 | 408
6600 | 129 | 1754 | 234 | 35,1

6600 | 1584 | 2154 | 27,8 | 41,7
8700 | 180 | 2448 | 30,8 | 462
8700 | 217 | 2951 | 361 | 54,2
12500 | 305 | 4148 | 54,1 | 81,2
12500 | 349 | 4746 | 612 | 91,8
15000 | 396 | 538,6 | 67,6 | 101,4
15000 | 435 | 5916 | 76,1 | 1142
18100 | 522 | 7099 | 843 | 1265
18100 | 565 | 7684 | 92,9 | 1394

ACP 7310-01 | ACP7320 450 | 383 | 123 | 210 | 3200
ACP7310-01 | ACP 7320 450 | 383 | 123 | 210 | 3250
ACP7310-01 | ACP 7320 1000 | 425 | 200 | 210 | 5150
ACP 7310-01 | ACP 7320 1000 | 425 | 200 | 213 | 5250
ACP7310-01 | ACP7320 1000 | 425 | 200 | 213 | 5800
ACP7310-01 | ACP 7320 69 | 1000 | 485 | 200 | 230 | 5900
ACP7310-01 | ACP7320 69 | 1000 | 485 | 200 | 230 | 6450
ACP 7310-01 | ACP 7320 70 | 1000 | 485 | 200 | 230 | 6600
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Legenda: * = motore emissionato rientrante nella Direttiva 97/68/EC stage Il N= naturale T=turbo (#) = valore misurato: rumorosita conforme alla Direttiva 200/14/CE

Laltezza della non la della itta e il punto di

Immagini e dati tecnici non impegnativi



